
SAORI
Kazuhide Takahama

Wand- und Deckenleuchte, lieferbar in zwei Größen, Struktur aus 

weiß lackiertem Aluminium. Diffusor aus weißem Textilstretch. 

Diffuse Lichtstreuung. Dimmbar.
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Q1 LED/HALO/FLUO
 
LAMPING
Source E27 A60 / TC-T
Total power 75W
Emission diffused
Switching dimmable, according to bulb
Tension 230V
Dimensions 62x62x22
Materials steel + stretch material
Net lamp weight 2 kg
 
Codes Structure/Diffuser
SAO EWW 41 /white
 
PACKAGE
Package 01 Dimension: 70x70x11 cm / Gross weight: 4,3 kg
 
Certificazioni
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Q2 LED/HALO/FLUO
 
LAMPING
Source E27 A60 / TC-T
Total power 2x75W
Emission diffused
Switching dimmable, according to bulb
Tension 230V
Dimensions 100x100x30
Materials steel + stretch material
Net lamp weight 5,5 kg
 
Codes Structure/Diffuser
SAO EWW 42 /white
 
PACKAGE
Package 01 Dimension: 100x100x11 cm / Gross weight: 9,5 kg
 
Certificazioni

www.nemolighting.com SAORI - 3 / 3


